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THERMAX wallsystem | Typical Exterior Wall (Stucco)

details by 4@»

THERMAX XARMOR (CI)W( )

STYROFOAM™ BRAND CM SERIES
SPRAY POLYURETHANE FOAM——

METAL STUD WALL FRAMING ——

GYPSUM BOARD INTERIOR WALL FINISH——

1 LAYER GRADE 'D' BUILDING PAPER BETWEEN
RIGID INSULATION AND 3 COAT STUCCO VENEER ——

GALVANIZED DIAMOND MESH SELF-FURRING METAL LATH
3.4 LBS. PER SQUARE YARD RECOMMENDED(Z)i

STUCCO VENEER SYSTEM OVER METAL LATH——

LIQUIDARMOR™ OR WEATHERMATE™ FLASHING(S)i

/" "\ TYPICAL EXTERIOR WALL WITH STUCCO

U TWS-A001 COLOR FOR VISUAL CLARIFICATION ONLY

MINIMUM REQUIREMENTS
THERMAX INSULATION SHIP-LAPPED HORIZONTAL EDGE (ON 1.5" AND GREATER THICKNESSES) SHOULD BE LAYERED IN A SHINGLE-LAP FASHION (AS SHOWN) TO
PROMOTE WATER SHEDDING AND PREVENT MOISTURE INTRUSION AT HORIZONTAL INSULATION JUNCTURES.

2. APPLY DIAMOND MESH LATH WITH LONG DIMENSIONS PERPENDICULAR TO STUD FRAMING AND ATTACH WITH GALVANIZED STEEL SCREWS OF TYPE & LENGTH
SUITABLE FOR MIN. 2/3" PENETRATION OF STEEL STUD SYSTEM.

3. MIN. ADHESION OF LIQDUIDARMOR OR WEATHERMATE FLASHING ONTO EACH FACE OF THERMAX BASED ON DETAIL TWS-G005. 1
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